
DN Dimensions(mm)

Inch mm A B C ΦF ΦG L1 L2 L ΦK H H1 H2 J ΦM SXS ISO 5211 ΦE N-Φ1

2" 50 100 65 81 60.3 57.15 15.88 7.93 32 90 206 158 52 114 150 11X11 F07 70 4-Φ10

2.5" 65 115 71 97 73.0 69.09 15.88 7.93 32 90 206 158 52 114 150 11X11 F07 70 4-Φ10

3" 80 113 81 97 88.9 84.94 15.88 7.93 32 90 206 158 52 114 150 11X11 F07 70 4-Φ10

4" 100 145 95 116 114.3 110.08 15.88 9.53 32 90 206 158 52 114 150 14X14 F07 70 4-Φ10

5" 125 141 111 148 141.3 137.03 15.88 9.53 32 90 206 158 52 114 150 14X14 F07 70 4-Φ10

6" 150 177 133 148 168.3 163.96 15.88 9.53 32 90 206 158 52 114 150 17X17 F07 70 4-Φ10

8" 200 200 164 133 219.1 214.4 19.05 11.10 45 125 310 239 69 167 300 17X17 F10 102 4-Φ12

10" 250 280 196 159 273.0 268.28 19.05 12.70 45 125 310 239 69 167 300 22X22 F10 102 4-Φ12

12" 300 300 226 165 323.9 318.29 19.05 12.70 45 125 307 229 73 190 300 22X22 F10 102 4-Φ12

Part No. Part Standard Specification Options

1 Body ASTM A536, 65-45-12

2 Disc ASTM A536, 65-45-12+EPDM ASTM A536, 65-45-12+NBR

3 O-Ring NBR EPDM

4 Stem Stainless Steel AISI 304, AISI 316, AISI 420, AISI 431

5 O-Ring NBR EPDM

6 Stem Stainless Steel AISI 304, AISI 316, AISI 420, AISI 431

7 Lever ASTM A536, 65-45-12 Aluminum

8 Gear Box ASTM A536, 65-45-12

Grooved Butterfly Valve

(D81X4-BL, D381X4-BL)

Note: Valve must not be installed with disc in full open position. Disc must be partly closed so that no part is protruding beyond end of valve body.

D381X4-BL 

D81X4-BL

MATERIAL SPECIFICATION

Note: For special material request other than standard specification, please indicate clearly on the inquiry or order list.

• Design Standard: MSS SP-67

• Connection Ends: Groove to AWWA C606

• Top Flange Standard: ISO 5211
  Stem drive by keys, parallel or diagonal square or flat head

• Working Pressure: 300PSI
  175PSI, 200PSI and 250PSI available upon request

• Temperature Range: 0℃- 80℃

• Coating: Fusion Bonded Epoxy Coating in accordance with
   ANSI/AWWA C550 or painting upon request

Long Neck Design

AWWA C508 Swing Check Valve 

(H44X2/H44T2)

• Connection Ends: Flange to ASME B16.1 CL 125

• Working Pressure: 300PSI 
                                 200PSI and 250PSI available upon request

• Temperature Range: Rubber Seal: 0℃- 80℃,   
                                    Metal Seal: -10℃- 200℃

• Coating: Fusion Bonded Epoxy Coating in accordance with
  ANSI/AWWA C550 or painting upon request

Part No. Part Standard Specification

1 Body Ductile Iron 65-45-12

2 Bonnet Ductile Iron 65-45-12

3 Bolts Carbon Stell Zine Plated

4 Washer Carbon Stell Zine Plated

5 Eye Bolt Carbon Stell Zine Plated

6 O-Ring NBR

7 Washer PTFE

8 Plug AISI 304

9 Hinpe  AISI 420

11 Seat Ring Bronze ASTM B62

12 Seal EPDM

13 Disc Ductile Iron 65-45-12

14 Plate
Ductile Iron 65-45-12(6''-12'')
AISI 304(2"-4")

15 Nut AISI 304

16 Bolt AISI 304

17 Spring Washer AISI 304

18 Flat Washer AISI 304

19 Plug Tin bronze

H44X2

MATERIAL SPECIFICATION

Note: For special material request other than standard specification, please indicate clearly on the inquiry or order list.

DN Dimensions(mm)

Inch mm
L

D D1 b n-Φd H
Standard Optional

2" 50 203 203 152 120.5 16 4-Φ19.1 133

2.5" 65 254 216 178 139.5 17.5 4-Φ19.1 150

3" 80 278 241 191 152.5 19 4-Φ19.1 150

4" 100 330 292 229 190.5 24 8-Φ19.1 218

6" 150 406 356 279 241.5 25.5 8-Φ22.2 290

8" 200 495 495 343 298.5 28.5 8-Φ22.2 330

10" 250 622 622 406 362 30.5 12-Φ25.4 350

12" 300 660 698 483 432 32 12-Φ25.4 376

Note: Standard of Face-to-Face in according with AWWA C508.
         Optional of Face-to-Face in according with ASME B16.10 CL125.

0C
3073.7

DATE
FIG# H44X2  American  Standard Swing Check Valve 

SCALE ISSUE DATE

11-07-18
CO.,LTD.

CHECKED BY

He Peng

Mu Jiyuan

DRAWN BYREVISION BY

FINISH:

MATERIAL:  

APPROVED BY
Zhang Yanqing

901H44X2-46-0-E
DRAWING#

JINAN MEIDE CASTING

TITLE

REV.0

RELEASE NO.

1.Standard:MSS SP-136;Face to Face dimension:ASME B16.10 
2.Flange specification:ASME B16.1 Class 125;
3.Working Pressure: 300PSI;
4.Working temperature: Rubber seal 0-80 ;℃
5.Caoting:Fusion Bonded Epoxy Caoting Complies with ANSI/AWWA C550.

NOTES:

6.Applications:Potable Water,Water Distribution Service & Feed lines,
Sewage Disposal,Irrigation and Fire Protection Pipe System etc.
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