FEin R A PER Material Safety Data Sheet

FFEBESEE AR /AT Jinan Meide Casting Co., Ltd
PEFETEHER IR 35 No. 3 Nanmen Road, Pingyin, Jinan, China

20t & i Emergency Telephone # 0531-87885037 H ] Date: 2009.05.01

By P& Section 1 - Identity

P RR: ARG (AN F) - Product Name: Malleable Iron Pipe Fittings

B IRy 2R Section 2 — Chemical Composition

i % Weight %

2 lron 93-96

f#% Carbon 24-29

fif Silicon 14-1.9

£l Manganese 0.4-0.6

fi% Phosphorus 0.1 Max

fitt Sulfur 0.2 Max

BE Zinc* 0.05-0.35

* (X ERE 5 For galvanized product only.
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Note: All commercial metals contain “trace elements” or “residual elements”, in addition to above specified.

B=E4: WHEAALEEME  Section 3 — Physical & Chemical Characteristics

WA A EAMA 1510°C, 4F)2 420C
Melting Point: Base Metal 1510°C, Zinc Coating 420°C

AN S @AM, oAk
Appearance & Odor: Metallic Gray, No Odor

B BRBEANEYESIE  Section 4 — Fire and Explosion Data
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Castings in solid state present no fire or explosion hazard.



BRI ANEEEAEEE Section 5 — Health Hazard Information
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Eyes: Metal particles in the eyes may cause irritation if not removed.

Breathing: Overexposure to dust or fumes from these castings may cause lung diseases.
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First Aid:

If in Eyes, Metal particle should be removed by a trained individual such as a nurse or physician.
If breathed, Move to fresh air.

BN RMNEHE  Section 6 — Reactivity data

fER A A& k4: Hazardous Polymerization: Will not occur.

FaE k. faE Stability: Stable
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Incompatibility: Iron may cause violent decomposition of hydrogen peroxide (52% or more)

#-EE4: BIE  Section 7 — Spill or leak procedures
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If spilled, return castings to vendor or send to scrap reclaimer.

BI\ES: BHRIEER  Section 8 — Special protection information

WP . A5 W PRI Bl 2 B 8 A a2 A e RN
Respiratory: Approved dust and fume respirators should be used to avoid excessive inhalation of
particulates
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Skin: Protective gloves should be worn as required for welding, burning, or handling operations.
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Eye: Use safety glasses or goggles for welding, burning, sawing, brazing, grinding, or machining
operations.
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Ventilation: Local exhaust ventilation should be provided when welding, burning sawing, brazing,
grinding or machining to prevent excessive dust or fume exposure.
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Other Protective Equipment: Depending on the conditions of use and specific work situations,
additional protective equipment and/or clothing may be required.

SIS FFBRTIBS  Section 9 - Special precautions
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Storage: Keep dry to reduce rusting.
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The information contained in this MSDS was obtained from sources which we believe to be
reliable. However, the information is provided without any representation or warranty, express or
implied, regarding the accuracy or correctness.

The conditions or methods of handling, storage, use and disposal of the product are beyond our
control and may be beyond our knowledge, for this and other reasons, we do not assume
responsibility and expressly disclaim liability for loss, damage or expense arising out of or in any
way connected with the handling, storage, use or disposal of the product.




